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Inspections 
Installation of the water-resistive barrier and of the flashing, as well as of the siding itself, should be 
verified and documented by inspections.  Multiple inspections are needed:  

• Inspection of the water-resistive barrier;  
• Inspection of properly-installed flashing;  
• Inspection of siding during installation (shows fastening); and 
• A final inspection.   

Siding installers should call for the required inspections.  Inspections are typically scheduled for the 
next working day.   
 

To schedule an inspection, please call 651/385-3114. 
 
For most projects, in lieu of interrupting the job and delaying project completion, Goodhue County 
will accept installer-provided photographs of water-resistive barrier installations and of installed 
flashing.  If the installer intends to provide such photographs, the photographs must clearly show 
proper installation of the approved water-resistive barrier and of the flashing applied at each 
required location.   
 

Whether photos are used or not, please call to schedule at 
least two inspections, one inspection of the work in 

progress and a final inspection at projection completion. 
 
 

Related Considerations  

Electrical Attachments.  Electrical equipment and devices mounted on the exterior of a 
structure are normally removed and reinstalled or replaced in conjunction with siding projects.  An 
individual doing this electrical work must be properly licensed (or otherwise registered) with the 
state.  An exception to this is for a homeowner who is personally and physically doing the electrical 
work on a single-family, detached home that the homeowner both owns and occupies.  Electrical 
work is required to be inspected.  In Goodhue County, call the State Electrical Inspector, Doug 
Sparby, at 651/388-2409.   
 
Moisture and Ventilation and Combustion Air.  New siding can alter the amount 
of air infiltration that effects how the structure functions as a system.  When more than 
50-percent of the exterior walls are re-sided, the Minnesota Energy Code (N1102.6.1) requires 
combustion air be supplied per the Minnesota Mechanical Code (Minnesota Rules Chapter 1346) 
unless one of the following conditions applies:  

• The building has carbon monoxide alarms that comply with MNSS 299F.50 and 299F.51;  
• The building appliances for space heating and for water heating are all either direct vent 

or electric; 
• All vented appliances are documented to be functioning within the parameters of the 

Worst Case Draft Test procedure that is performed according to the Minnesota 
Department of Commerce Weatherization Field Guide; 

• A depressurization test is performed and meets the parameters of CGSB Standard 51.71; 
or 

• A successful safety inspection per Appendix D of the 2006 International Fuel Gas Code is 
performed on each natural draft water and space heating appliance.   
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Siding Attachment Schedule | Table R703.4 

*Important Footnotes to the Table are Located on the Next Page. 
 
 

 
*Important Footnotes are Located on the Next Page. 
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Important Footnotes to Table R703.4 
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